
Heart Rate Kit Installation Instructions:  
E316 & E520 

 1A. After confirming all parts are present. Attach long lead at the front of 
the Machine as shown for E316 

 1B. After confirming all parts are present. Attach long lead under the 
Footplate as shown for E520 

 2.1. Run the long lead under the Footplate and along the left Seat Rail.  
Mount the Receiver at this location, approximately 1/3rd of the way back 
from the front of the left Seat Rail.  
 
2.2. Attach the Seat Rail and then secure the Receiver as shown.    
 
Note:  The Receiver must be mounting exactly as shown for maximum 
range!  

 3. Attach the Adhesive mounts. The excess lead can be stored under 
the Perspex cover. 
 
Note: Don’t affix permanently until signal in this location is tested. Mount 
the Receiver securely once ideal reception location has been estab-
lished. Trim excess.  

Kit includes the following parts: 
- HR Receiver 5.0KHz  
- Long Lead 
- Cable ties and mounts(3x) 

To display heart rate requires a Polar ™ T34 non-coded or T31 coded chest strap transmitter 
(sold separately) or other compatible brand chest strap transmitter available from your dealer.  
 
Notes: Maintaining a consistent signal on a rower can be a challenge due to the varying dis-
tances experienced during the rowing stroke between the Receiver/Transmitter.  
 
If you are experiencing difficulty, make sure the batteries on your chest belt or other device are 
fresh, and that the frequency of your transmitter is 5KHz. 
 
Environmental conditions, as well as proximity to other machines can also interfere with a clean 
signal.  Feel free to experiment with different locations for best performance.  

УСТАНОВКА	ПРИЕМНИКА	ЧАСТОТЫ	СЕРДЕЧНЫХ	СОКРАЩЕНИЙ	
НА	ГРЕБНЫЕ	ТРЕНАЖЕРЫ	FR	E-316,	FR	S6	LAGUNA,	FR	E-520

Комплект	включает:
-	Приемник	ЧСС	на	частоте	5	кГц
-	Длинный	кабель
-	Комплект	клипс	(3	шт)

1А.	После	проверки	комплектности,	подключите	разъем	длинного	кабеля	к	
разъему	от	монитора	как	показано	на	рисунке

1Б.	У	тренажера	Е-520	разъем	находится	по	упором	для	ног

2.1.	Расположите	длинный	кабель	под	упором	для	ног	и	вдоль	левой	
направляющей.	Приемник	должен	располагаться	примерно	на	1/3	
расстояния	от	длины	левой	направляющей	(внизу	вы	увидите	белую	метку,	
куда	нужно	приклеить	приемник).

2.2.	Приклейте	приемник	на	нижнюю	часть	направляющей	как	показано	на	
рисунке.

3.	Укрепите	кабель	на	раме	с	помощью	клипс.

ВНИМАНИЕ!	Перед	креплением,	необходимо	проверить	работу	приемника	
ЧСС

Для	вывода	сигнала	ЧСС	на	дисплей	необходим	нагрудный	датчик,	который	работает	на	частоте	5	кГц.	
Данные	датчики	выпускают	разные	производители	фитнес	оборудования.	Мы	рекомендуем	
использовать	датчики	Polar,	которые	были	протестированы	с	данным	устройством.

ВНИМАНИЕ!	Сигнал	может	кратковременно	пропадать	из-за	различного	расстояния	от	нагрудного	
датчика	до	приемника	ЧСС.	

Если	сигнал	пропал,	необходимо	проверить	и	заменить	элементы	питания	в	нагрудном	датчике	или	
мониторе	тренажера.

На	сигнал	могут	оказывать	влияние,	расположенные	вблизи,	источники	электромагнитного	излучения.


